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PHYSICAL  
·  Size – 18” (45.72cm) diameter SS304 (interior 

grade) stainless steel bezel  
·  Size – 16” (40.64cm) diameter face 
·  Weight – TBD 
·  Stainless steel rear mounting panel for wall, 

surface, or pedestal mount 
·  Polycarbonate lens/crystal 

 
POWER 

·  90-265 VAC 50/60 Hz  
·  IEC AC power cord   
·  Specify US, UK, EURO, or AUS/NZ plugs  
·  POE (Power Over Ethernet) option available 

 
  
 

SPECIFICATIONS 
 

CONNECTORS  
·  Ethernet – RJ45 

 
 

COMPLIANCE 

·  CE Marked – available for sale in EU 
·  FCC, Class B, Emissions   

FEATURES 
 

·  Uses external (or your own internal) 
NTP source for accurate time 
traceable to NIST for legal purposes 

·  All international time zones 
·  Daylight saving time – configurable for 

all countries 
·  Uses standard Ethernet wiring 
·  Utilizes microprocessor controlled 

stepper motor for reliable, accurate, 
and quiet operation. 

·  Sweep second hand or pulse modes 
·  Universal AC input voltage & 

frequency, or POE option. 
·  Internal crystal and clock chip for 

continuous operation without NTP 
·  Large 16” clock face for easy viewing 
·  Stainless steel construction 
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